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SUMMARY OF REFERENCED GENERAL LAYOUTS L-14, L-15, L-16 

(LAST REVISION 09-01-02), RETAINING WALL PLANS, AND CROSS SECTIONS 

General Layouts 

 L-17, L-18, L-19 last revision 11-06-02 

 L-20 last revision 10-03-02 

Retaining Wall Plans 

 R-37 to R-41 (Walls 346L and 349L), last revision 08-08-02 

 R-42 to R-46 (Wall 353R), last revision 08-08-02 

 R-47 to R-49 (Wall 357R), last revision 08-08-02 

 R-50 to R-56 (Wall 357R1), last revision 08-08-02 

 R-57 to R-58 (Wall 358L), last revision 08-08-02 

 R-62 to R-64 (Wall 361L1), last revision 08-08-02 

 R-40 (Wall 361L), last revision 05-10-02 

 R-41 to R-42 (Wall 361L), last revision 06-05-02 

 R-43 (Wall 361R), last revision 06-05-02 

 R-44 (Wall 361R), last revision 05-14-02 

Cross Sections 

 346L, undated, 6 sheets 

 349L, undated, 5 sheets 

 353R, undated, 16 sheets 

 357R, undated, 3 sheets 

 357R1, undated, 17 sheets 

 358L, undated, 6 sheets 

 361L and 361R, undated, 4 sheets 

 361L1, undated, 7 sheets 


